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Abstract

Analytical procedures to predict the rire endurance of
structural wood members have been developed worldwide.
This research is reviewed for capability to predict the results____
of tests in North America and what considerations are
necessary to apply the information here. Critical research
needs suggested include: (1) Investigation of load levels used
in reported tests, and parameters in analyses, for application
to North American practice; (2) the effect of lumber grade on
wood property response at elevated temperature; and (3)
further effort in reliability-based design procedures so that the
safety of fire-exposed members and assemblies may be
determnined,
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timber/structural, wood, wood laminates, rare resistance, fire

r protection, structural analysis, connections, joints,
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Fire Design:
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Introduction

-.

Heavy timber construction was recognized as having firesafe using the ASTM E 119 standard fire exposure indicate some
attributes by the Factory Mutual insurance companies in the sizes may not meet the performance requirements of the
early 1800's (8).' Massive heavy timber construction, which standard for a 1-hour rating.
minimizes concealed spaces for hidden fire spread and allows
minimal combustible surface area, withstood severe fires This paper will attempt to summarize the data base related to
without structural failure. With the inception of the fire the deterministic prediction and measurement of the fire
endurance rating system employing American Society for endurance of heavy timber members. For testing the accuracy 9

• Testing and Materials (ASTM) E 119 (4) fire exposure tests, of analytical models, the characteristic loading conditions and
heavy timber type construction, of specified minimum actual fire endurance times of members are needed. This is
dimensions, was considered equivalent to or better than other done for each member type.
types of construction having a I-hour fire endurance. This
appeared to be a "grandfather clause" for acceptance of a [Note. United States-Canadian data cannot be directly . -

proven system. With the key issue being the difference compared with Asian-European fire endurance data for
between "real" fire and "simulated" fire performance, this members. Though their fire exposure severities (time-
allowance was a rational decision. temperature curves) are similar to United States-Canadian

practice (fig. 1), Asian-European countries compute allowable -"7

Fire endurance is defined (3) as a measure of the elapsed time design stresses for the wood and members in markedly
during which a material or assembly continues to exhibit fire differing ways (18). Hence, for comparison, the Asian-
resistance under specified conditions of test and performance. European results must be translated to the United States-
As applied to structural elements of buildings in North Canadian basis. The mean strengths of dry clear wood, f'u, are
America, it is measured by the methods and to the criteria of reduced to design stress levels, fa, by applying a reduction
ASTM Standard E 119 (4). The structural members or factor for variability, 0; general adjustment factor, F, that
assemblies are subjected to a standard fire exposure and includes duration of load application effects; grade factor,
evaluated for their continued load-carrying ability or GF; and cross-section size, CF:
effectiveness to act as a heat transmission barrier. Single
structural members are only evaluated for their load-carrying f. - F, GpCF ', (1)
ability. The standard specifies that the applied load be the
maximum superimposed load allowed by design under The reduction factor attempts to correct a population to
nationally recognized structural design criteria. This loading anticipated use of a weak member. In a statistically normal =

condition is termed "full design load" and would be population, these are usually 5 percent and I percent
determined for timber constructions in the United States exclusion limits of strength (i.e., 95 pct and 99 pct ... -

employing the National Design Specification (39) and the respectively of the wood used is expected to be stronger than
Timber Construction Manual (1). The E 119 standard also this level). These factors are shown in table 2 (18) for several "' "
allows test under less than "full design load" if such variability levels. The reduction factor for visually graded 2-
restricted load conditions are reported. lumber in the United States is about 0.474 and, for proper

comparison, practices in other countries need to be calibrated
The minimum nominal dimensions required for timber to be to this level. The same care must be used in the general
accepted for classification as "Heavy Timber" are given in adjustment factor, grade factor, and size factor terms.
table 1. Though members were once exclusively sawn from United States-Canadian F, levels for softwoods are stress type

* large-diameter logs, such sizes are now also available in glued- dependent as shown in table 3 (2).]
laminated lumber (glulam) sections having equivalent fire
performance. Fire endurance tests of heavy timber members

'Italicized numbers in parentheses refer to references cited at

en of reot..%,"
"% %" " """" """ :"'""" "' """""" """" "" " :""" ""'""'" '



Table I.-MInimumn nominal dimensions for heavy timber Table 3.-Generall adjustment factor, F, applied to various0
construction softwood' stress types In the United States and Canada (2)

-- Member and use' Inches, nominal Property Factor
Columns Modulus of elasticity 1.00

Supporting floor loads 8 x 8 Bending strength 0.475
Supporting roof and Tensile strength .475

ceiling loads only 6 x 8 Compressive strength
parallel to grain .5260

floor framing Shear strength .244
Beams and girders 6 x 10 Compressive strength
Arches and trusses 8 x 8 perpendicular to

grain .667
Roof framing 'dutetfcosfrhrwosaegnrly1 ecn mle

Arches from grade not 6 x 8 (lower half) Adutetfctr1o0adwosaegneal)0prcn.mle
supporting floor 6 x 6 (upper half) (0

Arches, trusses from
- . top of walls, and

other roof framing not /000
*supporting floor toads 4 x 6

Floors (covered with 1-in.
flooring or -i.800-

- plywood) -
T and G or splined "

plank 3
* Planks set on edge 4 600- 1 Aj~//~Pw97

XS0.

* ~~RoofsEl zs
T and Gt splined plank 2 40 us in iASTt-ad9
Planks set on edge 3 no:a Pp toWZfA".AAV
T and G plvflood (with 

"V 
x_

exterior glue) 1-1/8
T and G-tongued and grooved. 2001

Table 2-Values of reduction factor for I percent and 5 percent __

*exclusion limits (normal distribution) (22) 0 20 40 60 80 /00 4?0

TIME (MINUTES)
Levels of Reduction factors (f))
coefficient Figure 1.-Standard fire exposure time-

5 percent I percent temperature curves used around the world.
(of arato exclusion exclusion (M 149 244)ohe limit limit

0.40 0.342 0.068
.35 .424 .185
.32 .474 .254
.30 .507 .3018- "
.25 .589 .418
.20) .671 .534
.16 .737 .627
.15 .753 .651
.la1 .819 .744

' .10 .836 .767
.05 .918 .884

Visuall T graded sawn lumber. (Based on National Forest Products

Association estimates of extreme fiber in bending.)
'Visually graded sawn lumber. (Based on 1977 National Design

Specification modulus of elasticity.)
Glued-laminated lumber. (Based on National Forest Products
Association estimates of extreme fiber in bending).
'Machine stress-rated sawn lumber. (Based on 1977 National Dcsign V
Specification modulus of elasticity.)

aGlud-laminaed timber. (Based on 1977 National Design
S i -. - "

. ' . . ' . ' ' * . * . ' - . *, ..-



Properties of Wood

To generate analytical models for estimating fire endurance Table 4.-Charring rate of vertically fire-exposed sections of coast
that are not simply empirical, the models need to include Douglas-fir, southern pine, and while oak (52)

parameters for the charring of the wood, compensation for
wood strength or deformational characteristics at elevated Dry Charring' Coefficient

WodSpecies specific rate. v of
temperature, and changing moisture content. Considerable gravity (in./min) anation
progress has been made in defining these effects in recent
years. Coast Douglas-fir 0.45 0.0245 9.9

Southern pine .52 .0300 6.5
Charring White oak .68 .0207 - 9

CAt mean species density and moisture content of 12 percent.

The progressive conversion of the fire-exposed surfaces to
ever-deepening char occurs at definable rates. Because of the
negligible strength and fissured nature of this char, only The charring rates cited apply to cases where members are
uncharred .vood is assumed to contribute to load-carrying either large enough in cross section or durations of fire
capability. The interface between charred and noncharred exposure short enough to minimize heat storage within the -

wood is the demarcation plane between black and brown uncharred residual volume. A qualitative measure of the S
material. Because the temperature gradient through this area onset of heat storage is given by the time at which
is steep, the demarcation is practically characterized by a temperature at the center of a fire-exposed section begins to
temperature of 288 0 C (550°F). rise significantly above that initially. A 2- by 4-inch section,

for example, could tolerate only a few minutes of fire
It is relatively well established that the rate of conversion to exposure on four sides, as compared to an 8 by 10, before a
char decreases with increasing moisture content and density of significant heat storage effect develops. Such storage of heat
the wood used (45). Charring rate is also affected by the will increase the charring rate because less energy is required , 6
permeability of the wood to gaseous or vapor flow. Charring to raise the material temperature and more can be used in
normal to the grain of wood is one-half that parnlel to the pyrolysis. For a given wood species, the energy stored with .
grain (19,22,54). As long as the residual section is large with time can be rigorously defined as a function of wood density
respect to the depth of char development, the rate is and specific heat capacity, member volume, surface area ..-.

unaffected by the dimension of the section exposed. exposed, and temperature difference between exterior and
interior. If all other variables are constant, one may expect .....

The charring rate, v, for vertically exposed surfaces of coast the time, t, until heat storage develops significantly to be only __

Douglas-fir and southern pine species (commonly used in a function of the member surface area exposed to fire, A,,
glulam beams, columns, and decking) and white oak under and member volume, V:
ASTM E 119 fire exposure (fig. I) is given in table 4. Other
countries cite charring rates comparable to these for species of t CV
similar densities. However, German experiments (29) have A,
shown that the bottoms of loaded beams experience a higher For a long beam or column, this can be expressed as a
charring rate (0.043 in./min) during exposures of up to function of initial fire-exposed perimeter and cross-section
50 minutes. Evidently the increased charring is a result of the - -
effect of beam deflection to reduce insulative capacity of the breadth, b, and depth, d, the time is: .

char layer. That is, the char layer develops wider fissures
than in the nonloaded case.

t a
Charring rates have been both measured for various species (b + 2d) (2)
and employed in design by various countries. In general, " re
softwood rates range from 0.024 to 0.033 inch per minute The relationship of charring rate to this effect has not been .
(in./min) and are inversely proportional to density. Based qualified.
upon these results, a charring rate for all softwoods would
conservatively be 0.031 in./min under fire exposure.
Hardwood charring rates are less than 0.021 in./min.

3
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Temperature and Moisture Gradients Once the center of a section begins to increase in temperature, 0
heat is being stored. In this case, too, no analytical solutions

The temperature gradients generated within a fire-exposed are available to describe the temperature gradient change with
wood section are very steep because of the low thermal time.
diffusivity coefficient, aq, of wood. Char develops in the
temperature range of 280 ° to 3200 C (5360 to 6080 F); 2880 C Kanury (25) provides estimates for the temperature
(5500 F) has been found to be a convenient temperature level distribution in solid panels exposed to fire on one side.
to locate the char-pyrolyzing wood interface through the use Improved predictions of temperature and pyrolysis of wood
of embedded thermocouples. The steep temperature gradient are being sought (e.g., Kansa et al. (24)).
(heat flux) generates movement of moisture within the
section. Description of the temperature and moisture The moisture distribution has been measured in sections
gradients within fire-exposed wood sections has received during and after fire exposure (13,47,53). One notes that the
considerable research attention in recent years. Such moisture decreases from a peak to zero in a 0.59-inch (1.5-cm)
description is intended to provide the basis for adjusting zone in the wood below the char-wood interface. Research
standard mechanical properties for elevated temperature and (47,53) has shown that a peak occurs at about 100 0C and is
moisture content in fire-exposed load-bearing members. about 1.26 to 2.0 times greater than the initial MC. The ..

location of the peak is well correlated (R = 0.98) to the
Providing an analysis that predicts either, or both, the location of the char-wood interface. Typical moisture and
temperature gradient and moisture gradient within such temperature gradient curves are shown (fig. 2) for a southern
sections has not been attained to date (53). Though a finite pine section of mean dry specific gravity of 0.52 and initial
element analysis does predict the temperature gradient quite MC of 10.0 percent.
well in ovendry (0 pet moisture content (MC)) wood, the
results with moisture present do not. Approximations of the
temperature gradient at early and later stages of fire exposure 05 /0 15 W M 40 45 50 55 60 W 70

have been found useful. For fire exposure with little char . . . ...o..................................,......5
development (up to 5 min), Carslaw and Jaeger (11) provide "5 , --
estimates for constant heat flux,qo: ,.: .

T - T = ( (t',ierfc (3) 14 I ,

* ~k (qterc' 2(oqtY)".'

where:

ierfc(u) "2 - u)e-* 2d*. -it(4) •6- "o

The heat flux, q(, is about 3 watts/cm 2 for a standard fire -"Th ,' , .. s
exposure. -

A second equation has been used (47) to describe practically o ... I .......... ............ 1. . 0

the temperature distribution in the uncharred wood below the 0 5 /0 / 25 32 4 50Z 60 65 M

char-wood interface at a distance, 4, once a quasi-steady-state - sLW-C- .

charring rate, v has been reached. (This occurs about 15 to
20 min after initiation of fire exposure.) The equation is: Figure 2.-Experimentally measured temperature

and moisture content gradients within slab exposed
on one face to furnace temperature of 5380 C for

(5) about 20 minutes (53).
IT,. - TO} a> [ 0 Moisture content results

A Temperature results
and where: (M148 841)

T, = char-wood interface temperature of 2880 C -
(5500 F), and

T0  = initial wood temperature.
= depth into wood from char-wood interface - -

thermal diffusivity

The temperature distribution for times between 5 and
15 minutes would require interpolation, as no satisfactory
solution is available.

4
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Strength Fo -rt S
This section focuses on how various defect-free wood
strengths (tensile, compressive, bending, and shear) and the t-
Imodulus of elasticity (E) are influenced by a change in ,o - ----------
temperature and MC. (Considerable recent research indicates

*i that temperature and moisture change response of defect-free
wood differs significantly from that of lumber and timbers 80
containing knots, checks, and slope-of-grain defects. -.
Unfortunately there is yet no way to compensate directly for
the effect temperature and moisture have on defect-containing 60
lumber. As a result, corrections for temperature and
moisture in structural lumber and timbers must be based upon .
defect-free response estimates.)

Modulus of Elasticity (parallel to grain) 0 0% C. C\
The E of dry (0 pct MC) wood decreases linearly with 0 "-'.

increasing temperature to about 2000 C (fig. 3). Above C CA't)/T.O"
"_

200*C, there is some evidence it decreases nonlinearly. For 01o"
wood at 12 percent MC, a common in-use level, a small linear
decrease is observed to about 1800 C, and decreases rapidly

- above this level (fig. 3). 0 I I I

Tensile and Compressive 0 50 /00 /50 200 250 300

Strength (parallel to grain)
The tensile strength parallel to grain exhibits a small linear Figure 4.-Tensile strength as function of
decrease to about 200OC; above 200*C the effect becomes temperature while hot as well as after cooling (47).

decraseto bout200C; bove200C te efectbecmes(M 145 176)
greater (fig. 4).

Parallel-to-grain compressive strength of dry wood (0 pct MC) o I I I

linearly decreases more rapidly with temperature than tensile

strength (fig. 5). Limited data for wood at 12 percent MC
and temperatures to 70*C show an even greater decrease. too-- -.. -..

zoo 0' MC

3 00 -8 0II': ~~Ihh~hm,.~ ~60 0

40 No-gra-0n a ne 0 per e n M/-an d".. a b

1.. , ..00 - - __.-----'-.'-''-

2 0 . 0 too E5 io 100 en0

Bade arease indicatesv sarrebilit in results o

F .isture contet of 12mpercuen prlllt

grainT¢ at near 0 peren M C andO at about-- 
"." . """

B. Moisture content of 0 percent.
(M 148 689) (M 149 8SIB)

*5

ioo~~- __-._--.*... ..... _*. .. -. ,:.,%' .% % ±II. .so% % %,o o 5 o 50 .,o:"'''
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Duration of Load S
Z ZO AVPA~r Wood can carry substantially greater maximum loads for

short durations than for long durations. As a result the
s working stresses are compensated for expected periods of load

- application. The allowable stresses given in the National
Design Specification (39) have been adjusted to reflect the
effect of 10 continuous or accumulative years of full design"""

- "load application and is termed normal duration of load. The
- - D ratio of other working stress levels to the normal allowable

| o YS stress levels is shown in figure 6 (39). Note that for a period
- - -' of load application of full design load for 1 hour, theI I SNOW

- allowable normal stresses may be increased 47 percent. The
/o. __0 duration of load adjustment does not apply to moduli of

0 0 . - 7n RwvENr elasticity or rigidity.

-. . *5 Other Properties
"For detailed information on such other mechanical properties

uRAT rIov oF AxlwmU LoAD as shear strength and tensile strength (normal-to-grain), the
Figure 6.-Adjustment of working stresses for reader is directed io a comprehensive survey produced by
various durations of load application (39). C.C. Gerhards (17).
(M 149 822) Summary

A rise in temperature decreases all mechanical properties and 6
the decrease becomes greater with increasing wood moisture

(in.) content.
0 0.5 / 1.5 2

I I The parallel-to-the-grain strength and stiffness responses may,
at this point, be combined with temperature and MC gradient
information for large fire-exposed sections. This is illustrated
in figure 7 for parallel-to-grain E, and compressive and tensile S
strength as a function of distance into the wood below the
char layer. The results apply to a cross section large enough

V _ to minimize temperature rise at the center of the section and
'-80 - after 20 minutes of fire exposure to allow a quasi-steady

moisture and temperature gradient to develop. These factors
can be applied to adjust the modulus of elasticity and

60 rENSIL E expected tensile-compressive strength for estimating rupture
+ levels under fire exposure. Care should be used in applying " "

any duration of load factor in accomplishing this. To
precisely predict the true stress state, or predict failure, a

40 complete analysis including time-dependent stress-strain
* compatibility is required.

,o /Deformation (Time-Dependent)

The parallel-to-grain time-d -pendent deformation (creep) of
wood is important to fire-exposed structural members.

0 /0 20 30 40 50 60 Though long-duration creep has been examined at
DEPrH 8&OW CHAR LArER (mm) temperatures of 25 * C and several moisture contents, no

similar long-term creep information is available at higher
Figure 7.-Relative modulus of elasticity, temperature with varying MC. Increasing the exposure 0

tcompressive and tensilestrengthas functionof temperature results in increasing the rate of creep deformation .-.- "--
distance(526294346) As MC is increased as well, the creep rate is
under fire exposure. (Expressed in percent of that increased proportionately (6). Hence, hot moist conditions
at 25' C and initial moisture content of 12 pct.)
Duration of fire exposure should be equal to or are conducive to high creep deflection.
greater than 20 minutes to apply results of this
figure. (MI49 821)

. . .. .0....%...,
% . .. .* . . .

,..-...............-.................................................. ............... , . -.. -



0

70- T = absolute temperature O K).,
60-D = creep compliance,

* P,0 thermal expansion or shrinkage (time dependent),
40 - function of the temperature difference, ~

* 40T -= T, and
= dt'

'30 f-and
g: ( 0 an aucioso-trsa

C2 aT shift factor =aT(T),
g.()an zo: ucioso trso

The effect of elevated temperature on creep response is
reflected in the shift factor, aT~. Creep increases dramatically

/0-with increasing temperature as shown by the response of ~
9 reciprocal shift factor with temperature shown in figure 8.87 Creep ismagnified tenfold at 125 0 C and fiftyfold at 2500* C

6 compared to 250* C.
t 5- Levels Of Creep are small at room temperature, but increase.
zz 4 with both temperature and MC (6) (fig. 9).

3- TEMPERA TURE (*F)
86 122 158

0.25 /2 % MC

02 f /000 4f//V.

0 50 /V0 /W 250W C 5

rEMPRA~eR( (C) oo K8% MC

*Figure 6.-Reciprocal shift factor (i/aT) for
ovendry Douglas-fir as a function of temperature.
(MI49 817)

4% MC3

Total creep strain behavior, r,, can be prescribed as a
function of temperature, T, by a single exponential function 0/0-

k= 0tO23((.27 x lO-')exp(.042T)) (6)

where t is time in minutes, and T, the temperature in *C. 0.50

Such a form has been employed to predict the total
deformation with time in a short column loaded parallel to 0 _____________
grpain, using a finite difference technique (5). 30 50 70

rEMPERA TURE (IC)

* TO partition the creep into recoverable and irrecoverable -

(permanent or plastic) deformation at elevated temperature Figure 9.-Ratio of creep compliance to elastic
has proved difficult to fully quantify (48), but it is believed compliance for maple as function of temperature

the dealmode hasthe orm:and moisture content (6). (Applied stress is 25 pct
of room temperature ultimate. Duration of creep
t 1,000 minutes.) (M 149 497)

-Vt dg . -

=, g,(a) f DQ -I') dg-a dt'

t
+ f PA(-4 Q' (7)

d

7



Fire Endurance Prediction .

The fire endurance predictive models in Europe and Asia have Such a formulation requires specification of an appropriate 0
been developed through modifying simple strength theory for critical modulus of rupture, o,, and charring rates, v, and v2, ...
the reduction in cross-section size due to charring. Similar to solve the equation for the time-to-failure, t. Many - -" -

models have not as yet been proposed in the United States countries employ this form to either predict the failure of -
and Canada. The models and references to actual fire heavy timber beams or set minimum cross-section
endurance test data for major structural member types will be requirements to achieve 30-, 60-, and 90-minute endurance -
briefly discussed in the sections to follow. Negligible effort ratings for various beam grades (9,13,14,19,23,26,29,31,32,34,
has been expended in using the thermal and mechanical 35,40,41,49,50). Charring rates, v,, and critical strengths, o, 0
property characteristics summarized in the preceding section (given as a fraction of unheated 5 percent (assumed) exclusion
to develop improved models. The analysis to determine the limit strength), for several countries are shown in table 5.
stress or deformation state to predict failure requires the
application of time-dependent stress-strain compatibility and Some analyses include the effect of "rounding" at the corners
solution of heat and mass transfer equations. The models of beams (9,26,35), but most neglect this effect in computing
proposed are attractive to users because of their simplicity in the residual section. The degree of rounding reduces the net
application. section as a function of the breadth to height, b/h, ratio of

the section (26). The area lost can be approximated per .
Beams round as:

Under fire exposure heavy beams may catastrophically fail A = 0.215 (Vt)
2  (11) .

due to (I) achieving critical extreme fiber stress, (2) reaching a
critical horizontal shear, or (3) reaching a state where the and the center of gravity of the area lost will lie 0.223 vt from
beam becomes unstable if not laterally supported. Excessive either initial surface (9).
deflection or crushing at the supports might be other
conditions of interest, but these usually are not as serious as A heavy timber deck is assumed to provide sufficient lateral
the above three. Available analyses have focused on using the restraint to a beam to prevent lateral buckling during fire
initial three cited. exposure (41). If, however, such restraint is not present, .

analyses are available which include prediction of failure for -
For bending rupture, the elementary strength of materials this state (16,23). The most detailed analysis (16) requires
formula of numerical procedures to solve for failure time and as a result

expresses the results in dimensionless ratios as a function of S
M (8) char depth, breadth, height, and span for several factors of.-q-- ~~safety•.. .' ''

is used to calculate time under fire exposure to achieve a Horizontal shear failure can occur during fire exposure of
selected rupture stress level. In this case it takes the form: beams having relatively short spans and great depth. It is -

M suggested that the critical span, 1, to depth, d, ratio must be
o -= t)(9) 22.2 or less for shear failure to be evidenced during fire .0

exposure (26).
where

Other limit states are used to predict beam failure in some ' " -
M = moment of applied load countries. Austria (7) employs a rate of bending deformation . . . -
o =,, critical modulus of rupture limit {cm/min} of 11/8,OOd and Britain (9) 1/30.
S(t) = section modulus for the char-reduced section.

Unprotected rectangular beams are usually exposed to fire on
three or four sides, in which case S(t) is:

Slt) = -- [(b, - 2vt)(h,, - kv~t)l (10)

As before, v, and v, are charring rates normal to the grain in
the width. b,,, and depth, h,,, directions respectively. Here k =5
is a constant, I for three-sided fire exposure, and 2 for four-
sided.
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Table 5.-Critical parameters for fire endurance of softwood beams and columns proposed by various countries

Bending Compression Horizontal
Char rates ____________________ Shear Tension Reference

Country v,v, O,/0.' A C /C ,  F,/F, TCTo 0,/0.o

*.Finland 0.024, .024 0.75 -- 0.85 - 43
* '.031,.031

* Sweden .024,.024 .8 ..... 28,49 . -
New Zealand .025,.025 .5 - - - 66 9
Russia .031,.031 .8 - 0.8 - 0.78 0.85 33
Britain .026,.026 .68 'Span/30 .68 .70-.80 - - 12,50,53
Germany .031,.043 .- -. 42
France .026,.026 .83 ...... 60
o,,Co: 507o exclusion limit ultimate stress.

'For solid-sawn members.

'Using E/Eo = I. "

Table 6.-Minimum dimensions for base/height required for glued-laminated beams of rectangular cross section (42) to resist four levels of stress'

For fire endurance class

Level Stress 30 min 60 min 90 min

Base Height Base Height Base Height p
N/mm' Psi mm mm mm mm mm mm

3-SIDED FIRE EXPOSURE

>14 2.030 140 260 280 520 420 780
2 II 1,600 110 200 220 400 330 600
3 7 1,020 80 150 160 300 240 450
4 43 435 80 120 140 220 210 330

4-SIDED FIRE EXPOSURE

I >14 2,030 150 310 300 620 450 930
2 It 1,600 120 250 240 500 360 750
3 7 1,020 90 190 180 380 270 570
4 43 435 80 160 160 300 240 450

'Interpolation is permitted between levels. p

Of all beam analysts, German engineers (34) have done the Columns
most to test the predictive capabilities of the simple reduced
section bending strength model. A group of 35 fire The analysis of fire endurance of columns is based upon the
endurance test results obtained on glued-laminated beams of increasing slenderness ratio for buckling due to decreasing
varied cross section and subjected to load levels very close to cross section under fire exposure. As a result, column
full design load were compared with predictions. Rupture behavior under fire exposure depends upon column length,
stress was assumed to be about 2.5 times the initial allowable fixity, residual cross-section geometries and properties, and
design stress. The equation was found to consistently modulus of elasticity of the wood. The charring rate for fire- *." .

* underestimate time-to-tailure by a range of 0 to 30 minutes. exposed columns is believed to be less than that for beams
As a result, the model has been used to generate conservative due to the vertical orientation. This rate is about 0.024 to
fire endurance design curves for three- and four-sided fire 0.031 in./min (0.6 to 0.8 mm/min) for softwoods (e.g.
exposure of glulam beams (figs. 10 and 11) having at least the 20,42,48).
breadth, ', and depths, h, as given in table 6 to achieve the
respective fire endurance. For example, a three-sided fire For a short column, failure can occur when compressive stress
exposure of a glulam beam under load generating an applied in the column achieves a level equal to the temprature-
stress of 14 N/mm' (2,030 lb/in.') must have not only a reduced compressive strength o,, of
section modulus of about 13,000 cm' (790 in.') to have an
expected fire endurance of 60 minutes, it must also have a P (12)
minimum breadth of 280 mm (11.0 in.) and depth of 520 mm A, (12)

-. (20.5 in.) to be acceptable. Figure 12 illustrates the influence
applied stress has on predicted fire endurance for a given
beam type.
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-rT rIr$I I -I I I ,02II I I In the case of longer columns, buckling can occur as
- STRESS ~~ 2 5 7 8 9 021314 predicted by Euler's formula:

* 90

- LE = , (13)
~50

- -- - FIRE EXPOSURE - where a,, here is the critical compressive stress at buckling, E, - .*

30 DIzV 3SIDES" - is modulus of elasticity of the residual section, and A is the
slenderness ratio (1,/r). (The radius of gyration, r, for ai --- " rectangular section of breadth, b., and depth, d., is initially

_ 1 1 , 1 ft I I , 0 I I do/V'1-2when d. < bo.)
200 300 500 WOO0 5,000 /0,000 50,000 = ..

sEcroN MODULUS bha/6 (cm) If one introduces the reduction of cross section due to
Figure 10.-Fire endurance time of glued- charring during fire exposure, both cases generate an equation
laminated beams exposed to fire on three sides and of the form (31): ,
loaded to various stress levels. Beams of Grade
Class II (modified from Meyer-Ottens (34)). b1
(1 N/mm' = 145.04 lb/in.') (M149 815) do d ( )n()

STRESS o" n 2.5 5 7 8 9 2314 0  d.

/.) where n = I for short columns and n = 3 for long columns.
60.For intermediate length columns then 14 n 4 3, and n is

160 - - -"expected to be 2. By inserting the time-dependent residual
EPS -. -- depth, d, of:3O -- - FIRE EXPOSED ..

d = d. - 2vt (15)

o0_ one may solve for the time-to-failure or critical residual S
300 500 4000 5,000 /0,000 50,000 depth, d. Lie (31) provides such curves for columns fire

SECTION MODULUS bh2/6 (era3) exposed on four sides (fig. 13) for various values of initially . -"

Figure 1.-Fire endurance time of glued- applied load to critical buckling load, K. Lie assumes that thelaminated beams exposed to fire on four sides and other factors are as follows:

loaded to various stress levels. Beams of Grade
Class 11 (34). (1 N/mm' = 145.04 lb/in.') a = 0.80
(MI49 814) v = .024 in./min _

PERCET OF CRADEX DES&V' Sr-SS He further suggests an approximate formula to predict time
40 50 6 0 00 so /00 to achieve failure:

I 1 I I I I

go A 4~AED~(A d
S, I t = 33 (-)13

NN 0 5-SIDED A11WEXPOWAURK(F

~*JI where dimensions are in meters.

.70, For K less than 0.2 (or a factor of safety on applied load of
o greater than 5) the approximate expression overestimates the

time predicted by the more exact equation solution.

Lie then compares calculated and experimentally observed fire
5endurance times of others (8,11,15,33,48). An average value

Io K of 0.33 and n = 2 was assumed. Most predicted times
exceeded those observed, but the differences were as high as

I I 50 percent between prediction and observed times. Some
Zooo ao improvement in prediction was achieved by correcting for

sTan (PS) column slenderness and applied loads less than allowable
Figure 12.-Influence of applied stress level on fire load.
endurance of glulam beams exposed to fire on
three and four sides. (Three-sided beam section
modulus - 305 in.'. four-sided beam section
modulus - 610 in.'.) (MI49 245)
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50The resulting approximate formula for four-sided fire
I exposure was:

(1)-, ,,

t, 100 f d, [3 - (d)(7

-S ."-.. - . -'

40020 where f is the correction for load and column slenderness. 4
Values of f for use are as specified in table 7. It is clearly
seen that reducing the load increases the fire endurance.

In addition to the above model, and comparison with
3 experimental evidence by Lie, the team of Haksever and

Meyer-Ottens (20) proposes the use of solution of the Euler
equation using properties of a standard cross section as a

E base. The standard section is 5.5 in. (14 cm) in depth, do,
and the "effective" cross-sectional temperature, T, increases "

0.4with fire exposure time, t, in minutes as follows:

a 0 0200 T = 20 + 1.67t {0C) (18)

.- oTo determine temperature rise, Tm, in other sections, one
employs the expression:

100 T. = T ( ) (19)
-BASIC FORMULAS

..... APPROXIMATE where d, is the residual depth as function of exposure time, -

FORMULAS t: 2vt (20)
od = do - v1(0

" 0 0.2 0.4 0.6 0.8 1.0 Incorporated is the effective temperature-time dependence of
modulus of elasticity and compressive strength as:

' ""d°/0 E(t) gT).

Figure 13.-Fire endurance of columns fire .'. g(T,-)
exposed on all four sides as a function of size (m) Eo
and load (31). (M149 813) o(t) = h(Tm) (21)

The charring rate, v, is assumed 0.028 in./min (0.7 mm/min).
Table 7.-Load correctlon fuetor, I, for Afi-expgose, d eolumnm (3) The compressive stress at buckling, oc, is equated to a series

Load (m pet of expanded form of a resulting modified Euler equation: - ,

allowable load) (1/d) > 10 (1/d) 4 10 10E(t)
>75 1.0 1.2 - /[o(l)+ (l+)] -

475, > 50 1.1 1.3 k2(t) (22)
450 1.3 1.5

E(t) +
2 (t) .

Here, t, is specified as:

=0.1 + (t) (23)
125
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Table B.-hfinimumi cross-sectlom dimensions (mmn) for laminated column of rectangular shape to satisfy fire endurance classes F 30-B and F
-- " (35) .

F 30-3 F 60-B
Applied

compressive Euler-type 2 Euler-type 3or 4 Euler-type 2 Euler-type 3or 4
*Column stress '1 1.01 11 0,71 to 0.51 '1. 1,01 11, =0,71 to 0,51

type 0 1 1 I
IN/mmll 2.0 3.0 5.0 7.0 2.0 3.0 5.0 7.0 2.0 3.0 5.0 7.0 2.0 3.0 5.0 7.0

1.1 ;0;11 160 168 184 200 1S0 154 162 170 240 260 300 340 230 240 260 280
1.2 =8.5 145 151 163 175 140 143 149 155 215 231 263 295 210 218 234 250

*1.3 <5 120 124 132 140 120 122 126 130 180 190 210 230 180 186 198 210

2.1 ;t11 140 148 164 180 140 144 152 160 220 238 274 310 210 220 240 260
2.2 =8.5 130 136 148 160 130 133 139 145 200 214 242 270 195 202 216 230
2.3 5120 122 126 130 115 116 118 120 170 178 194 210 170 174 182 190-

1,: Effective column length (in A

'1: Column length 1in).
(I N/mm' 145.07 lb/in.')

One then can seek equivalence of the right-hand and left-hand United States experimental work on columns is limitedsides of the above equation numerically by using increments, (3637). Results on a few timber columns showed the.

&t, of 1 minute. The predicted sizes for a square (b.id. = 1) importance of a load-carrying column cap on fire endurance .
and rectangular columns having b,,id.0 2 in order to attain of longleaf southern pine or Douglas-fir columns of 120-in.2
30- and 60 minute times are given in table 8. Figure 14 cross section. A concrete or protected steel cap was required
illustrates how tire endurance time is influenced by square to achieve a 75-minute fire endurance time under full design
column dimension, effective length, and applied initial stress, load for these 10-foot columns. Haksever and Meyer-Ottens
Above a b./d,, = 2, they show that fire endurance time no predict a fire endurance of 70 minutes and Lie only

* longer is a function of b./d. but only of minimum dimension. 56 minutes for this case. None of the analyses assume the
end cap has any effect on fire endurance. *

* Experimental results of testing 15 rectangular columns, plus
employing the column test results of Stanke (48), are found European fire endurance tests of columns are more abundant
to lie within the range predicted by the analytical method. (12,20,21,27.33,48) and have been used in the discussed -.--

(Kordina, Haksever, and Meyer-Ottens (20,28) also provide analyses. For a discussion of the results of other work, a
predicted minimum cross-section dimensions for "I" and previous paper can be referred to (47).
"T" shaped laminated columns that will attain 30- and

60-minute fire endurance times.) Connections J

Several key differences are found between the results The connections recommended for heavy timber construction
predicted by Lie (31) and that of Haksever and Meyer-Ottens in the United States and Canada have changed significantly
(20). Possibly the greatest difference is generated by the fo h oncin mlydi al iltp
assumed design load condition. The United States-Canadian construction. Earlier connections featured more heavy cast-
allowable loads are substantially greater than that in Germany iron units. Newer connections are composed of steel plates,
for short columns (fig, 15). At an i/d, of 12 (1ir of 42), for hangers, and bolts for which the critical load-bearing portions
example, the allowable load is 26 percent greater in the are embedded or concealed within the timber members (38).
United States and Canada. Lie partially corrects for this in Typical details are provided in a National Forest Products
employing a greater correction factor, f, for columns of Association publication (38) and Canadian Wood Council
(1id,) < 10. However, if results using Lie's approximate publication (10) and are too extensive to duplicate for use

* formulation are compared to the predicted results of here. European publications also support embedment of
Haksever and Meyer-Ottens given in figure 14 for square critical connectors within wood sections and provide details
columns, Lie predicts consistently earlier failure. The consistent with United States recommendations (9,19,28). 7
difference at 100 percent design load is about 6-7 minutes and Several typical construction details showing methods meeting .6
increases to as much as 30 minutes for applied load less than this requirement are shown in figure 16 as taken from
50 percent of design. This illustrates the need for additional German reference (19).
analysis, especially at reduced load levels. (Odeen (40),7
employing a modified Euler equation, predicts failure times
on the order of 5 min less than Lie at 100 pct design load.)
Lie also predicts that for increasing b mdm, fire endurance time
increases for a given dimension, do,; whereas l-aksever and0
Meyer-Ottens conclude fire endurance time is insensitive to
increasing breadth, b,,, beyond boid,, 2.

12
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Limited information on the performance of timber joints is V T T U I I I T I I '--4
available in literature (29.30,44,5152). The German reference 9 EFFECrIV, .ENSH 2 4 5 6 2

(29) also provides the results of investigating the thermal b 4
protection afforded bolted and nailed joints by wood plugs or , ,,,... 7.
additional thicknesses of wood cover plate. This is shown in
figure 16(b). A plug or plate of 0.4-inch (10-mm) thickness -

can increase the fire endurance of a split-ring bolted or nailed 60
joint under load from 15 to 30 minutes. To achieve an hour,
a 1.4-inch (35-mm) thickness is required. The results of tests
of nonthermally protected split-ring and bolt-connected joints Ot
by Leicester (30) of II and 14 minutes compare well with
Kordina and Meyer-Ottens (29). Schaffer (44), employed 4o

cover plates of 1 inch (25 mm) with 2-1/2-inch (64-mm) split- o, 5 I/--"

rings rather than 2-inch- (51-mm) thick plates and recorded
failure in less than 1 minute. Simple lap split-ring joints of ,,
nominal 2 by 4 members carried the design load under fire Iii I -

exposure for an average of 2.2 minutes (range 0.-4.1) in 10 12 /4 16 /8 20 Z2 24 26 28 30 32 34 36
Douglas-fir coast wood and 4.0 minutes (range 2.4-5.2 min) in ,LLUVV O/SQ5/ 'V 0-B (cm/
southern pine. Nonjoint members failed at 10.5 and Figure 14.-Square laminated wood column fire
11.7 minutes respectively for the species under design load in endurance time as function of column dimension
tension. (modified from Haksever and Meyer-Onens (20)).

(I N/mm' = 145.04 lb/in.') (M149 819)
Nailed joints fare substantially better under load and fire.
Unprotected with cover plates, failure occurs in 21 to
33 minutes (29,30). I/a

0 10 20 3040

Recommended critical dimensions and spacings for various T I-.-
joints in order to achieve 30- and 60-minute fire endurance to ..- -

are given in German references (19,28,29). .F-I

0-LS 8 CAADA I/E/A -,683J 4Decking IND105

To qualify for heavy timber construction (table 1), solid wood 0 L 
1

decking in the United States is required to be of nominal
2-inch (1.5-in. actual) thickness if tongue and groove (T&G) z
or splined, and of nominal 3-inch (2.5-in. actual) thickness if 04K,/N 105?)

consisting of planks set on edge. To satisfy German
standards (29), double T&G decking is required to be 50 mm -
(2.0 in.) thick to meet 30 minute fire endurance under load. """
This can be reduced to 40 mm (1.6 in.) thick if covered with .
at least 0.5-inch (12.5-mm) gypsum board or if joints are 0 _L I .L ._ I i i . _
covered with a 1.2-inch- (30-mm) thick wood batten. At least 0 20 60 80 '00 2 140 60

2.75-inch- (70-mm) thick T&G decking plus 0.5-inch S 01 6"'

(12.5-mm) gypsum board are required for a 60-minute fire Figure 15.-Coumn allowable design stress as a
endurance classification, function of slenderness ratio (1/r) in Germany and

North America. (Curves based upon
A calculation procedure is given by Kordina and Meyer- E/F, = 268.5.) (M149 820)
Ottens (29) to select decking thickness. The procedure
calculates the residual uncharred thickness after a given fire .'-.

endurance period, and computes the residual section modulus
and apparent stress under floor load. This resultant stress is
compared with five times the near-minimum ultimate stress
(or 10 times the allowable bending stress) to determine
whether it will perform satisfactorily. Such a procedure
assumes the room temperature bending strength is reduced
80 percent (or is 20 pct of room temperature strength) due to
the heating. This is highly conservative.

-t
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The British (9) also recommend that the ultimate tensile stress
in the residual section be assumed 2.0 times the allowable
long-term dry stress (as is done in compressive elements).

0 Only one reference (44) reviewed dealt with the experimental
fire endurance of tension members. Though previously0 ~~~~unpublished, nominal 2- by 4-inch (1.•625- by 3.625-in. actual)".•.-- "

A B Select Structural coast Douglas-fir and southern pine were
constantly tension loaded to the allowable design stress during
standard fire exposure. The mean times-to-failure and
standard deviations (in parentheses) were:

Douglas-fir Southern pine
T- Min Minti 10.5 (2.1) 11.7 (1.1)

Combined Load Members
Russian scientists (26) recommend that an interaction formula
be applied to determine when failure will occur under
combined tension and bending:

+(M 4"(25)
___ j~jA, Sr, C

where o,, is the failure stress in tension and A, and S, are the
E F residual area and residual section modulus respectively.

Again, no experimental evidence is provided to indicate this
Figure 16.-Tpical fire resistive timber procedure is acceptable. It is not the same as the commonly
connections recommended in Germany (23): applied interaction formula of: S
A. Nailed butt-splice joint with sacrificial nailed
cover plates. B. Split ring and bolted joint with M
countersunk and wood-capped bolt heads and 1 (')
nuts. C. Embedded steel shoe and bolted -- + - I (26)
assembly with countersunk and wood-capped bolt O-r 

0
t't

heads. 1). Simple embedded or wood-doweled
connection. E. Split-ring connected butt-splice where limiting tensile stress, oF,. and bending stress, OF. ,
plate joint hasing exposed bolt head and nut but differ at room temperature.-O
with cover plates nailed to members. F' Butt-
splice joint employing embedded steel dowels and
%% ood-capped holes. (M49 802)

Tension Members
A tension member can be treated in the same way as is a
short column. That is. the time to failure under load, P, is
dictated by the ultimate tensile stress, o,,' on the residua
cross-section, A, (9.26):

P
A, (24)A ,... . .

However, one reference recommends the charring rate be 9
increased 25 percent in computing the residual section when
using charring rates derived from unloaded sections (9).
Though not substantiated, it was surmised that charring will
be accelerated by the presence of tensile stress. (This is
similar to the view that the charring rate along the bottom of
fire-exposed beams should be conservatively 40 percent higher
than along the sides (29).) 0
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